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January 26, 2022 

 
Project:      Issued by: 
North Florida Innovation Labs   Architects Lewis + Whitlock, P.A. 
General Construction     206 W. Virginia Street 
Tallahassee, FL     Tallahassee, FL 32301 
AL+W Project No. 21414    ph: 850.942.1718 
       fax: 850.942.2110 
     
       Distribution to: 
       Leon R & D Authority – Innovation Park  
       Bidders (via LRDA-IP bid website) 
             
 
This Addendum forms a part of the 100% Construction Documents and modifies the original 
drawings dated December  9, 2021. Please amend your document set to include the following 
sheets. This Addendum consists of 1 page of summary, and 1 attachment.   
 

  

SPECIFICATIONS: 
None 
 
DRAWINGS: 
 
1.1. Add Sheet G1.1 Wall Types - inadvertently omitted in composite of Addendum 1 set made 

available to bidders, dated 1/10/2022 
 
 
Attachments: 
 
Drawing sheet (30x42) G1.1. 
 
 
BY:  Architects: Lewis + Whitlock, PA 
          
 
 
 
Kathryn Stivers, AIA 
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OTHER MODIFFIER (IF APPLICABLE)
WALL HEIGHT INDENTIFIER (IF APPLICABLE)
NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

WALL MATERIAL IDENTIFIER
WALL WIDTH IDENTIFER

S411#T

NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

OTHER MODIFFIER (IF APPLICABLE)
WALL HEIGHT INDENTIFIER (IF APPLICABLE)
NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

WALL MATERIAL IDENTIFIER
WALL WIDTH IDENTIFER

F210#T

NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

OTHER MODIFFIER (IF APPLICABLE)
WALL HEIGHT INDENTIFIER (IF APPLICABLE)
NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

WALL MATERIAL IDENTIFIER
WALL WIDTH IDENTIFER

H411#T

NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

OTHER MODIFFIER (IF APPLICABLE)
NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

WALL MATERIAL IDENTIFIER

C8^F

NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDES

OTHER MODIFFIER (IF APPLICABLE)
NUMBERS OF LAYERS (GWB, CEMENT, WOOD) ON 2 SIDESWALL WIDTH IDENTIFER

M8^F

WALL MATERIAL IDENTIFIER

S1: 1 5/8" METAL STUD
S2: 2 1/2" METAL STUD
S3: 3 5/8" METAL STUD
S4: 4" METAL STUD
S6: 6" METAL STUD
S8: 8" METAL STUD

C8: 6" CONCRETE
C12: 8" CONCRETE

F0: 7/8" METAL FURRING CHANNEL
F1: 1 1/2" METAL FURRING CHANNEL
F2: 2 1/2" METAL STUD

M4:  4" CMU SOAP (3 5/8" ACTUAL)
M6: 6" CMU SOAP (5 5/8" ACTUAL)
M8: 8" CMU SOAP (7 5/8" ACTUAL)

M2:  2" CMU SOAP (1 5/8" ACTUAL)

H2: 2 1/2" C-H STUD
H4: 4" C-H STUD

MATERIALS: S: METAL STUD F: FURRING H: C-H STUD C: CONCRETE M: CMU
SHOW AS ROUNDED VALUE FOR THE WIDTH OF THE STRUCTURE  PORTION OF THE WALL

SHOWS A VALUE FOR THE NUMBER OF LAYERS OF GYP BD / CEMENT BOARD / WOOD ON EACH SIDE OF THE STUD.  A '0' INDICATES ZERO
LAYERS OF MATERIAL.  WHERE A WALL ONLY HAS GYP BD ON ONE SIDE, IT IS ALWAYS ON THE EXPOSED SIDE. SEE DETAIL FOR MATERIAL
TYPE AND WIDTH.  FOR S, F, H MATERIAL TYPES ONLY.

NO SYMBOL: EXTEND TOTAL PARTITION TO STRUCTURE
^: STUDS TO STRUCTURE, GYP BOARD TO 4" ABOVE HIGHEST ADJACENT CEILING
+: EXTEND TOTAL PARTITION TO 4" ABOVE CEILING OR ONE FULL COURSE ABOVE CEILING (CMU)(BRACING AS REQUIRED)
#: EXTEND TOTAL PARTION TO CEILING (BRACE AS REQUIRED)
*: PARTIAL HEIGHT (SEE PLANS/ ELEVATIONS FOR WALL HEIGHT)

F: FIRE RATED WALL (COORDINATE WITH LIFE SAFETY PLAN FOR RATING)
T: OMIT SOUND ATTENUATION BLANKET IN WALL (FOR S, F, H TYPES ONLY)

1. ALL INTERIOR WALLS ARE DIMENSIONED TO FINISH FACE OF STUD OR CMU.
2. REFER TO LIFE SAFETY PLANS FOR FIRE RATED SEPARATIONS.
3. ALL METAL STUD & FURRED PARTITIONS TO RECEIVE SOUND ATTENUATION BLANKET FULL WIDTH OF STUD AND FULL HEIGHT OF WALL
 TO UNDERSIDE OF STRUCTURE/DECK, U.N.O. FIRE BLANKET.
4. SEE PLANS AND DETAIL PLANS FOR CHASE DIMENSIONS.
5. REFER TO DETAIL DRAWINGS AND SPECIFICATION FOR LOCATIONS AND INFORMATION ON THE VARIOUS TYPES OF GYPSUM BOARD.
6. REFER TO DETAIL PLANS AND SECTIONS FOR FURTHER DESCRIPTION OF INTERIOR PARTITIONS.
7. REFER TO FINISH DRAWINGS, SCHEDULES AND SPECIFICATIONS FOR WALL MATERIALS, FINISHES AND WALL PREP REQUIREMENTS.

MATERIALS: V: EIFS X: 7.2 METAL WALL PANEL Z: FIBER CEMENT CLADDING

MATERIALS: G: 5/8" GYPSUM WALLBOARD

INTERIOR WALL TYPE LEGEND

METAL STUD:

FURRING

C-H STUD:

CONCRETE:

CMU:

WALL MATERIAL IDENTIFIER & WIDTH:

# OF LAYERS ON SIDE 1 & 2:

WALL HEIGHT IDENTIFIER:

^

STRUCTURE

CEILING

STRUCTURE
+ # *(NO SYMBOL)

OTHER MODIFIERS:

GENERAL NOTES:

EXTERIOR WALL FINISH MATERIAL IDENTIFIER:

INTERIOR WALL FINISH MATERIAL IDENTIFIER:

5/8" GYPSUM BOARD O/ 1 1/2" HAT CHANNEL
FURRING @ 16" O.C. WHERE GYPSUM FINISH

INDICATED - PAINT, AS SCHEDULED

CMU MASONRY

VERT. REINFORCEMENT, SEE STRUCT. DWGS.

WALL BASE WHERE GYPSUM
FINISH INDICATED - AS SCHEDULED

HORIZ. REINFORCEMENT, SEE STRUCT.
DWGS.

MTL STUDS @ 16" O.C.

SOUND BATT INSULATION

5/8" GYPSUM BOARD, EA. SIDE

CONT. FIRE RATED OR ACOUSTICAL
SEALANT AND BACKER ROD

HORIZ. REINF. AT 16" O.C. VERTICALLY, AS
SPEC'D.

CONCRETE FILLED CELL PER STRUCTURAL
DWG'S

EIFS DRAINAGE PLANE PER MANUFACTURER
SYSTEM

MTL STUDS BY SPECIALTY ENGINEER TO
SUPPORT BRICK VENEER @ 16" O.C.

BATT INSULATION TO R-19

5/8" GLASS MATT SHEATHING - DENSGLASS OR
APPROVED EQUAL W/ 1-1/4 CORROSION

RESISTANT SCREWS @ 8" MIN. ALONG FRAMING

CONTINUOUS RIGID INSULATION TO R7.5 MIN. -
POLYISOCYANURATE OR APPROVED EQUAL -

SEE ELEVATIONS FOR SCORE PATTERNS

FLUID-APPLIED AIR/WATER BARRIER - SEE
SPECIFICATIONS

LINE OF STRUCTURE

WALL BASE WHERE GYPSUM
FINISH INDICATED - AS SCHEDULED

SEE WALL AND BUILDING SECTIONS
FOR EXTERIOR WALL TERMINATIONS

OR PARAPETS

EIFS REINFORCING MESH AND
FINISH COATS- PER STANDARD

MANUFACTURER'S DETAILS

MTL STUDS @ 16" O.C.

SOUND BATT INSULATION

5/8" GYPSUM BOARD, EA. SIDE

CONT. FIRE RATED OR ACOUSTICAL
SEALANT AND BACKER ROD

CONT. BACKER ROD AND SEALANT
w/ WALL BASE AS SCHEDULED

LINE OF STRUCTURE

MTL C-H SHAFT WALL STUDS @ 16" O.C.

SOUND BATT INSULATION

5/8" FIRE CORE C
GYPSUM WALL BOARD

CONT. FIRE RATED CAULK - SEE
PARITION TYPE CONNECTION DETAILS

FOR FIRE-RATING TO STRUCTURE

LINE OF STRUCTURE

1" THICK GYPSUM SHAFT LINER PANELS

CONT. BACKER ROD AND SEALANT
w/ WALL BASE AS SCHEDULED

CONT. BACKER ROD AND SEALANT
w/ WALL BASE AS SCHEDULED

ANCHOR BOLT AND STUD SILL BLOCKING PER
DELEGATED DESIGN

SEE DETAILS OR MANUFACTURER'S
RECOMMENDATION FOR TERMINATIONS ON

FOUNDATION WALLS  NO SHEATHING OR
INSULATION SEXPOSED TO WEATHERBASE

PLAN

HEAD

SYMBOL CMU
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTESSYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

S411 4" 5 1/4" - -

BASE

PLAN

HEAD

BASE

PLAN

HEAD

SYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

S6VG 6" 8 1/4" --

NOTES

EXTERIOR THERMAL RATED

S411F 4" 5 1/4" 1 HOUR - UL404
S611 4" 9 1/4" - -

ALL PENETRATIONS TO BE RATED

M8GF 9 3/4"7 5/8" ALL PENETRATIONS OF CMU TO BE
FIRE RATED - G.W.B DOES NOT
CONTRIBUTE TO REQUIRED FIRE
RATING

1 HR MIN.
EQUIVALENT THICKNESS
PER FBC 2020 722.2.1.1

TY
P.

 S
LA

B 
ED

GE

SYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

F410^ 4" 4 5/8" - -

BASE

PLAN

HEAD

S411^ 4" 5 1/4" -

S811 4" 9 1/4" - -

SYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

H611F 6" X" 1-HR -

BASE

PLAN

HEAD

2'-0"

WALL BASE AS SCHEDULED

SEE PARTITION TYPES
FOR  METAL STUDS SIZES

AND SPACINGS - USE
(362S162-33) STUDS

USE (362S162-33) TRACK
W/ .145" PAF @ 24" O.C.

FINISH FLOORING
AS SCHEDULED

EXISTING CONCRETE SLAB

CEILING AS SCHEDULED

5/8" GYP. WALL BD. EA. SIDE

SOUND ISOLATION BATTS

EXISTING METAL DECK AND
SLAB - SEE TYPICAL DETAILS

FOR FIRE-RATED CONDITIONS

USE (362S162-33) TRACK W/ .
145" PAF @ 24" O.C.

SEALANT - CONT. EA. SIDE

BRACING LOCATIONS SHALL BE
DETERMINED IN THE FIELD BY

THE INSTALLER - MIN. 4' O.C.

WALL BASE
AS SCHEDULED

METAL STUDS PER
WALL TYPE @ 16" O.C.

TRACK PER SPEC.
@ 16" O.C.

FINISH FLOORING
AS SCHEDULED

EXISTING CONCRETE SLAB

CEILING AS SCHEDULED

R-30 UNFACED BATT INSULATION @
4'-0" WIDE  ABOVE ALL PARTITIONS

5/8" GYP. WALL BD. EA. SIDE

SOUND ISOLATION BATTS

SE
E 

RO
OM
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 F
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SC
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MODIFY WALL
CHARACTERISTICS AS

NEEDED TO COMPLY WITH
FIRE-RATED ASSEMBLIES

WHERE REQUIRED.

MTL STUDS @ 16" O.C. PER SPECIALTY ENGINEER

BATT INSULATION TO R-19

5/8" GYPSUM BOARD

AIR/ WATER BARRIER, AS SPEC'D.

7.2 PREFINISHED MTL. PANEL SIDING,
INSTALLED HORIZONTAL FASTEN PER FL. PR. APP.

5/8" EXTERIOR GLASS MATT SHEATHING - FASTEN
PER SPECIALTY ENGINEER

SEE WALL AND BUILDING SECTIONS
FOR EXTERIOR WALL TERMINATIONS

OR PARAPETS

SUB-GIRT PER METAL PANEL MANUFACTURER
AND FASTEN PER FL. PR. APP.

1" CONTINUOUS POLYISO INSULATION TO R-5 MIN.

MTL STUDS @ 16" O.C. PER SPECIALTY ENGINEER

BATT INSULATION TO R-19

5/8" GYPSUM BOARD

AIR/ WATER BARRIER, AS SPEC'D.

FIBER-CEMENT WALL PANELS,
INSTALLED HORIZONTAL FASTEN PER FL. PR. APP.

CONT. BACKER ROD AND SEALANT
w/ WALL BASE AS SCHEDULED

5/8" EXTERIOR GLASS MATT SHEATHING - FASTEN
PER SPECIALTY ENGINEER

SEE WALL AND BUILDING SECTIONS
FOR EXTERIOR WALL TERMINATIONS

OR PARAPETS

SUB-GIRT PER METAL PANEL MANUFACTURER
AND FASTEN PER FL. PR. APP.

1" CONTINUOUS POLYISO INSULATION TO R-5 MIN.

ANCHOR BOLT AND STUD SILL BLOCKING PER
DELEGATED DESIGN

CONT. BACKER ROD AND SEALANT
w/ WALL BASE AS SCHEDULED

SEE DETAILS OR MANUFACTURER'S
RECOMMENDATION FOR TERMINATIONS ON

FOUNDATION WALLS  NO SHEATHING OR
INSULATION SEXPOSED TO WEATHER

ANCHOR BOLT AND STUD SILL BLOCKING PER
DELEGATED DESIGN

SEE DETAILS OR MANUFACTURER'S
RECOMMENDATION FOR TERMINATIONS ON

FOUNDATION WALLS  NO SHEATHING OR
INSULATION SEXPOSED TO WEATHER

SYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

S6XG 6" XX - -

TY
P.

 S
LA
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GE

BASE

PLAN

HEAD

SYMBOL STUD
WIDTH

PARTITION
WIDTH

FIRE RESISTANCE RATING
TESTING DESIGN NO.

NOTES

S6ZG 6" XX - -

TY
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 S
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BASE

PLAN

HEAD

CL

CL
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CL

CL

CL

18
" M
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18" MIN

18
" M

IN

18" MIN

18
" M

IN

18" MIN

18" MIN

18
" M

IN

9"

EQ. EQ.

9"

2'-
0"

18
" M

IN

18" MIN

18
" M

IN

18" MIN

9"

LOCATED ON
INNACTIVE LEAF

LOCATED ON RIGHT OF
RIGHT HAND DOOR

LOCATED ON
LATCH SIDE

LOCATED ON NEAREST
ADJACENT WALL

SIGN BACKING TO MATCH
SIZE AND SHAPE OF SIGN.

LOCATED ON RIGHT OF
RIGHT HAND DOOR

LOCATED ON
LATCH SIDE

1/2" TYP.
9"

9"

3/8
"

1"

1/2" TYP.
9"

9"

3/8
"

1"

1/2" TYP.
9"

9"

3/8
"

1"

ACRYLIC SIGN - SEE
SPECS

ADA COMPLIANT
RAISED BRAILLE

ADA COMPLIANT
PICTOGRAM

ACRYLIC SIGN - SEE
SPECS

ADA COMPLIANT
RAISED BRAILLE

ADA COMPLIANT
PICTOGRAM

ACRYLIC SIGN - SEE
SPECS

ADA COMPLIANT
RAISED BRAILLE

ADA COMPLIANT
PICTOGRAM

TO BASELINE
48"-60" AFF*

TYPE 1B
(RESTROOM)

TO BASELINE
48"-60" AFF*

TYPE 1A
(RESTROOM)

TO BASELINE
48"-60" AFF*

TYPE 1C
(RESTROOM)

STAIR NO. X
FLOOR

X1/2" TYP.

9"

9"

3/8
"

5/8
"

ACRYLIC SIGN - SEE
SPECS

ADA COMPLIANT
RAISED BRAILLE

ADA COMPLIANT
PICTOGRAM

ACRYLIC SIGN - SEE
SPECS

TO BASELINE
48"-60" AFF*

TYPE 1
(STAIR)

TYPE 3
(ENTRANCE LANDING)

STAIR NO. X
FLOOR

X
L1-L2 & ROOF

ACCESS TO FLOORS

EXIT DISCHARGE
DOWN TO L1 FOR
EXIT DISCHARGE

L1-L2 & ROOF
ACCESS TO FLOORS

DOWN TO L1 FOR

ADA COMPLIANT
RAISED BRAILLE

TEXT VARIES BASED ON
LOCATION

TEXT VARIES BASED ON
LOCATION

TEXT VARIES BASED ON
LOCATION

TEXT VARIES BASED ON
LOCATION

8'-
2"

3/8
"

1'-10" 2"

3/8"

3'-
6"

1'-
8"

4" 8"

6"
7'-

8"

2"

1'-10"
3/8"

8'-
2"

4" 8"

3'-
6"

1'-
8"

6"

6"

3/8
"

ROOM TYPE

TENANT
INFO.

ROOM TYPE

TENANT
INFO.

DOUBLE DOOR NICHE

TYP. TENANT SIGNAGE ACCENT
PANEL ELEVATION

SINGLE DOOR

TYP. TENANT SIGNAGE ACCENT
PANEL ELEVATION

NOTE:  WHERE REVEAL OCCURS IN FIRE
RESISTIVE ASSEMBLIES, PROVIDE 1-HOUR
UL FIRE-RATED JOINT. REFER TO LIFE
SAFETY PLAN FOR LOCATIONS AND
TYPICAL CONTROL JOINT DETAILS.

NOTE:  WHERE REVEAL OCCURS IN FIRE
RESISTIVE ASSEMBLIES, PROVIDE 1-HOUR
UL FIRE-RATED JOINT. REFER TO LIFE
SAFETY PLAN FOR LOCATIONS AND
TYPICAL CONTROL JOINT DETAILS.

"L" INTERSECTION SEGMENT
AT 90 DEGREE TURN, TYP.

TOP OF REVEAL TO ALIGN
W/ BOTTOM OF BULKHEAD

ROOM / TENANT SIGNAGE - SEE
ENLARGED SIGN ELEVATIONS

ACCENT PAINT COLOR
- SEE FINISH SCEDULE

FIELD PAINT COLOR -
SEE FINISH SCEDULE

WALL BASE AS SCHED.

3/8" WIDE SQUARE ARCHITECTURAL
REVEAL BEAD

ACCENT PAINT COLOR
BEYOND - SEE FINISH PLAN /
SCHEDULE

DOOR FRAME BEYOND TO
MATCH ACCENT WALL COLOR.
SEE DOOR SCHED FOR
TYPE/FINISH.

CLOSET DOOR / FRAME TO
BE PAINTED TO MATCH
ACCENT PAINT COLOR.

ALL ACCESS PANELS AND
ASSOCIATED HARDWARE
IN NICHE TO BE FACTORY
PRIMED AND FIELD
PAINTED.

FULL-HEIGHT CORNER
GUARD, EA SIDE. - COLOR TO
MATCH ACCENT PAINT
COLOR.

GYP BULKHEAD AND CEILING
BEYOND. SEE RCP.

TOP OF REVEAL TO ALIGN W/ TOP OF
DOOR FRAME, TYPICAL FOR ALL
CONDITIONS AT SINGLE LAB DOORS
WITH SIGNAGE ACCENT PANELS.

ROOM / TENANT SIGNAGE - SEE
ENLARGED SIGN ELEVATIONS

ACCENT PAINT COLOR
- SEE FINISH SCEDULE

FIELD PAINT COLOR -
SEE FINISH SCEDULE

WALL BASE AS SCHED.

3/8" WIDE SQUARE
ARCHITECTURAL REVEAL BEAD

DOOR FRAME TO MATCH
ACCENT WALL COLOR. SEE

DOOR SCHED FOR TYPE / FINISH.

"L" INTERSECTION SEGMENT
AT 90 DEGREE TURN, TYP.

1/4"   =    1'-0"4 ADA Sign Placements

1/2"   =    1'-0"7 Typ. Tenant Signage Accent Panel Elevations


