
PAVEMENT SECTIONS

NOT TO SCALE
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C901

MODIFIED FDOT TYPE F CURB & GUTTER

NOT TO SCALE

02

C901

FLAGPOLE BASE (35')

NOT TO SCALE

03

C901

FLORIDA ACCESSIBLE PARKING SIGN

NOT TO SCALE

04

C901

PAINTED ACCESSIBLE SYMBOL

NOT TO SCALE

05

C901

EXTERIOR CLEANOUT

NOT TO SCALE

06

C901

SINGLE PRECAST CURB INLET

NOT TO SCALE

07

C901

PRECAST AREA INLET

NOT TO SCALE

08

C901

PRECAST CONCRETE PARKING BLOCK

NOT TO SCALE

09

C901

INTEGRATED SIDEWALK AND CURB

NOT TO SCALE

10

C901

PAINTED CROSSWALK

NOT TO SCALE

11

C901

ACCESSIBLE PARKING SPACE

NOT TO SCALE

12

C901

ASPHALT SECTION CONCRETE SECTION

NOTES:
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12" COMPACTED SUBGRADE, 95% MODIFIED PROCTOR

DRY DENSITY (ASTM D1557)

2.0" ASPHALTIC CONCRETE SURFACE COURSE

1. REFER TO GEOTECHNICAL INVESTIGATION PREPARED BY ARDAMAN & ASSOCIATES, DATED

9-25-2017 , FILE NUMBER 113-17-40-1880

6.0" MESH REINFORCED CONCRETE (4,000 PSI)

8.0" COMPACTED GRADED AGGREGATE BASE COURSE

1.5" ASPHALTIC CONCRETE SURFACE COURSE

6.0" MESH REINFORCED CONCRETE (4,000 PSI)
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6.0" GRADED AGGREGATE BASE

COMPACTED SUBGRADE, 95% MODIFIED

PROCTOR DRY DENSITY (ASTM D1557)

2" ASPHALTIC CONCRETE SURFACE COURSE

NOT USED

6.0" COMPACTED GRADED AGGREGATE BASE COURSE

12" COMPACTED SUBGRADE, 95% MODIFIED PROCTOR

DRY DENSITY (ASTM D1557)

6.0" GRADED AGGREGATE BASE

COMPACTED SUBGRADE, 95% MODIFIED

PROCTOR DRY DENSITY (ASTM D1557)
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CONCRETE

GRASS

ALL CONCRETE SHALL BE 4000 PSI (TYP.)

PAVEMENT

SURFACE

TYPICAL CROSS-SECTION
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EXTEND PAVEMENT

BASE 4" BEYOND

BACK OF CURB

NOTES:

1. CURB AND GUTTER SHALL BE CONSTRUCTED IN 10 FOOT LENGTHS, OR EXTRUDED AND THEN

SAWCUT AT 10 FOOT INTERVALS TO A DEPTH OF 1.75".

2.

1

2

" EXPANSION JOINTS SHALL BE PROVIDED AT INTERVALS NOT TO EXCEED 100 FEET, AT THE

ENDS OF CIRCULAR RETURNS, LINING UP WITH PAVEMENT JOINTS WHERE ADJACENT

PAVEMENT IS CONCRETE, AND AT ALL POINTS WHERE THE NEW CURB AND GUTTER ABUTS

OTHER CONCRETE STRUCTURES OR INLET CASTINGS.

3. 10' LONG TRANSITIONS SHALL BE PROVIDED BETWEEN NORMAL GUTTER AND PITCHED GUTTER,

UNLESS OTHERWISE NOTED ON THE PAVING PLANS.

(REFERENCE FDOT STANDARD INDEX 300)

2'-6"

WATERPROOF COMPRESSION 2" DEEP

CAST ALUMINUM BASE

1

2

 " EXPOSED JOINT

AT SIDEWALK

4 HARDWOOD WEDGES (REMOVE

AFTER TAMPING SAND.)

PACKED DRY SAND

16 GA. GALV. CORRUG.

STEEL TUBE (10 IN.)

ASPHALTUM PAINT ON POLE

CONCRETE MIX 3000 P.S.I.

4 WELDED STEEL WEDGES

1

4

" WELDED STEEL

BASE PLATE (12 IN. X 12 IN.)

1

4

" PLATE SUPPORT

WELDED TO SPIKE (6 IN. X 6 IN.)

3

4

" DIA. STEEL LIGHTNING

GROUND SPIKE-WELDED

2'-0"
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4" SIDEWALK

6"

4" X 4" GRID PROVIDED FOR LAYOUT OF SYMBOL. PROVIDE PAINT COLORS IN

ACCORDANCE WITH ADA AND LOCAL REQUIREMENTS (TYPICALLY WHITE

SYMBOL ON BLUE BACKGROUND INSIDE WHITE BORDER).

4" WHITE PAINTED BORDER

BLUE PAINTED BACKGROUND

WHITE PAINTED SYMBOL

'A'

'B'

PLAN

SECTION A-A SECTION B-B

NOTE:

1. PRECAST 4' DIAMETER CIRCULAR

SECTION MAY BE USED IN LIEU OF

THAT SHOWN FOR PIPE SIZES UP TO

24".

2. CONCRETE TO BE 3,000 P.S.I. AT 28

DAYS AND REINFORCED WITH MIN. OF

NO. 4, GRADE 60 4x4 W7 x W7 STEEL

FABRIC

3. CASTING EQUAL OF NEENAH R-3246

OR JOHN BOUCHARD 3080.

MIN. SLOPE

1" IN 12"

ANY GAPS BETWEEN PIPE AND

STRUCTURE SHALL BE GROUTED WITH

NON-SHRINK GROUT

TOP OF CURB CASTING SLOPE SHALL

MATCH LATERAL AND LONGITUDINAL

SLOPE OF PAVEMENT. CASTING SHALL

BE IN-LINE WITH TOP OF CURB.

BRICK

ADJUSTMENT

COURSES

CAST IN PLACE

CONCRETE

INVERT (TYP.)
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STAKEOUT POINT (TOP OF CASTING

AT C OF STRUCTURE AND FACE OF

CURB)

L

6"
PIPE O.D. + 24"

28" MIN.

6" 6"

PIPE O.D. + 24"

28" MIN.

6"

FACE OF CURB

BACK OF CURB

'B'

'A'

FACE OF CURB

1"

"A"

PLAN

SECTION A-A

"A"

NOTE:

1. CONCRETE TO BE

4,000 P.S.I. AT 28 DAYS

REINFORCED WITH NO.

4, GRADE 60 BARS.

3. CASTING EQUAL OF

JOHN BOUCHARD 4310

OR NEENAH R-3339-A

2-NO. 5 BARS AT

OPENING

STAKEOUT POINT (C

STRUCTURE)

L

ANY GAPS BETWEEN PIPE AND

STRUCTURE SHALL BE GROUTED

WITH NON  SHRINK GROUT

COMPACTED BACKFILL TO FINISH

GRADE FLUSH WITH TOP OF GRADE

NO. 5 BARS AT 6"

BOTH WAYS AT

BOTTOM ONLY.

6"

VARIES

A MIN. OF 3 COURSES OF BRICK

1'-6"

MIN.

VARIES PER

GRATE USED

NO. 5 BARS

6" K 6"

D

GROUT INVERT

6"

DIMENSIONS

TABLE

A

24"

30"

36"

42"

48"

54"

60"

66"

72"

36"

42"

48"

54"

62"

69"

76"

83"

90"

PIPE

DIA

SECTION A-A
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#3 BARS, 5' - 9" LONG
#4 BARS X 2' - 0" DRIVE THROUGH

1" DIA. HOLES FLUSH WITH TOP

OF CURB

FINISHED PAVED

SURFACE

1" DIA. HOLE

6" FROM END OF CURB

A

A

3000 PSI

PRECAST

CONCRETE

LOCATE CENTER OF PARKING CURB 3'-0"

FROM EDGE OF PAVEMENT, SIDEWALK,

OR CURB, OR AS INDICATED ON SITE PLAN

OR ACCESSIBLE PARKING DETAILS

NOTES

1. SIDEWALK SHALL BE SCRIBED WITH TRANSVERSE CONTROL JOINTS IN

SQUARES EQUAL TO SIDEWALK WIDTH BUT NOT TO EXCEED 10 FEET.

2. CONCRETE SHALL BE TYPE "A" 4,000 P.S.I. MIN. STRENGTH.

3. EXPANSION JOINTS SHALL EXTEND ACROSS THE FULL WIDTH OF THE

SIDWALK. CONTROL JOINTS SHALL BE LOCATED ON EACH SIDE OF A

DRIVEWAY AND NOT MORE THAN 100 FEET APART.

4. PREFORMED BITUMINOUS MATERIAL SHALL BE PLACED BETWEEN ALL

FIXED OBJECTS AND THE NEW CONCRETE SIDEWALK.

5. ALL CONCRETE WORK SHALL BE PER CITY OF ATLANTA STANDARD

SPECIFICATIONS FOR CONSTRUCTION.

6. 1/4 INCH TOOLED JOINT BETWEEN CURB AND SIDEWALK.

2

:

1

1"R

(4'-0" MIN.) SIDEWALK

4" MIN.

6"

1"

6
"

1
'
-
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"

1'-6"

AGGREGATE BASE OR

COMPACTED SUB-GRADE

6
"

6"

1'-0"

WIDTH AS PER ZONING REQUIREMENTS

SLOPE 1/4" TO 1'-0" (2% MIN.)

1/2" TO

1'-0"

2

:

1

COMPACTED

UB-GRADE

1" CHAMFER

SEE NOTE #6

1/4"

FLOW

FLOW

18"x18"x4" CONCRETE PAD

FLUSH

CLEANOUT-REFER TO SPECIFICATIONS

PIPE EXTENSION AS

REQUIRED. PROVIDE SAME

SIZE AS WASTE LINE UP

TO 6"

1/4 BEND LONG SWEEP (USE

SAME MATERIAL AS PIPE)

COMBINATION WYE & BEND OR

LONG BEND (USE SAME

MATERIAL AS PIPE)

DRIVEWAY

WIDTH

WHITE PAVEMENT PAINT

24" STRIPE, TYPICAL

24" SPACE, TYPICAL
5'-0" STRIPE, TYPICAL

C

L

FLUSH

CONCRETE CURB

12:1 CURB

TRANSITION, (TYP.)

LANDING, 2% MAX (50:1)

SLOPE, (TYP.)

RAMP, 8.33% MAX (12:1)

SLOPE, (TYP.)

5' WALK (TYP). SEE PLANS.

C

L

FLUSH

SIDEWALK WITH ACCESSIBLE RAMP

(TYPICAL - SEE DETAIL)

DETECTABLE WARNING (TYP.)

MEMBER DESIGNATION = U6

MATERIAL: A.S.T.M. A-499

Fy = 50,000 PSI MIN.

GRADE = 50

NOTE:

USE VAN ACCESSIBLE SIGN ONLY

WHERE SHOWN ON SITE PLAN.

SLOPE SHALL NOT EXCEED 2% IN

ANY DIRECTION WITHIN

ACCESSIBLE PARKING AREA

FASTEN SIGN TO U-POST WITH

3/8" GALVANIZED CARRIAGE

BOLT AND LOCKING NUT; BOLT

HEAD SHALL BE FLUSH WITH

FACE OF SIGN, TYPICAL

BACKGROUND WHITE W/

BLACK LETTER AND BORDER.

6"

18"

12"

7'-0"

U-POST,

TYPICAL

SIGNS

U-POST

4'-0"

1'-6"

PARKING BY

DISABLED

PERMIT

ONLY

$250 FINE

F.S. 316.1955

12"

$250 FINE

F.S. 316. 1955

PARKING BY

DISABLED

PERMIT

ONLY

18"

6"

3"

BOLLARD,

TYPICAL

BACKGROUND BLUE W/

WHITE SYMBOL, SIGN

SHALL BE RETRO-

REFLECTIVE

BACKGROUND WHITE W/

BLACK LETTER AND BORDER.

2'-6"

6"1'-0"

MIN.

4000 PSI CONCRETE

CONCRETE SIDEWALK

(SEE DETAIL)

SLOPE SHALL NOT

EXCEED 2% IN ANY

DIRECTION WITHIN

ACCESSIBLE PARKING

AREA

PAINTED

WHITE

STRIPE

ISLAND

ACCESSIBLE

PARKING SIGN

PAINTED

BLUE STRIPE

4" WIDE

STRIPE (TYP)
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C901

SITE DETAILS

C901

P
:
\
4

2
7

4
0

0
0

\
c
\
0

4
_

C
D

\
C

9
0

0
.
d

w
g

 
-
 
S

c
i
a

r
a

,
 
L

e
v
i
 
-
 
3

/
2
/
2

0
1

8
 
1
0

:
2

9
:
5

8
 
A

M

Design   Services

For   The   Built
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LINE IS 3 INCHES WHEN PRINTED FULL SIZE

FULL SHEET SIZE = 24"X36"

www.greshamsmith.com
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 No 80351

STATE OF

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND

SEALED BY JAMES LEVI SCIARA, PE ON 03.2.2018 USING

A DIGITAL SIGNATURE. PRINTED COPIES OF THIS

DOCUMENT ARE NOT CONSIDERED SIGNED AND

SEALED AND THE SIGNATURE MUST BE VERIFIED ON

ANY ELECTRONIC COPIES.

03.02.2018

No. Date

Description

Revision
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