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SECTION B-B

MIN. SLOPE

3/4" IN 12"

SECTION A-A

MIN. SLOPE

1" IN 12"

BRICK ADJUSTMENT

COURSES

CAST IN PLACE CONCRETE

INVERT (TYP.)
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PIPE O.D. + 24"

28" MIN.

6"

NOTE:

1. CONCRETE TO BE

3,000 P.S.I. AT 28

DAYS AND

REINFORCED WITH

MIN. OF NO. 4, GRADE

60 4x4 W7 x W7 STEEL

FABRIC

2. CASTING EQUAL OF

NEENAH R-3246 OR

JOHN BOUCHARD

3080.

'A'

'B'

ANY GAPS BETWEEN PIPE AND STRUCTURE

SHALL BE GROUTED WITH NON-SHRINK

GROUT

STAKEOUT POINT (TOP

OF CASTING AT C OF

STRUCTURE AND FACE

OF CURB)

L

BACK OF CURB

'B'

'A'

1"

TOP OF CURB

6" 48" MIN. 6"
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BACK OF CURB

FINISH GRADE

CAST IRON LINTEL TO BE 1" x 6" x 42"

PLAN

PIPE O.D. + 24"

28" MIN.

PIPE O.D. + 24"

28" MIN.

TONGUE AND GROOVE PIPE

JOINTS TO BE MADE WITH

EMBECO CEMENT MORTAR,

OR EQUAL.

GROUT OR SEAL CUT-OUT

FOR WATERPROOFING

RESILIENT CONNECTION

PER A.S.T.M. C-923

UNDISTURBED EARTH

12" WIDE CAST IRON OR

POLYPROPYLENE PLASTIC STEPS

(PROTRUDE 4" MIN. FROM INSIDE

FACE OF STRUCTURE.)

FINISH GRADE

BRICK OR PRECAST

CONCRETE ADJUSTING RINGS

CAST IRON FRAME AND COVER

(SEE SPECIFICATIONS)

CLASS "B" CONCRETE

STAKEOUT POINT

(C MANHOLE AT BOTTOM)

16" (TYP.)
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NOTE:

ALL PRECAST CONCRETE MANHOLE SECTIONS

TO BE ASTM C478, MIN. THICKNESS WALLS.

CONE SECTION TO BE CONCENTRIC UNLESS

OTHERWISE APPROVED BY ENGINEER.

6"

PIPE O.D. PLUS 2'

(4' MIN.)

CONCRETE POST CURB

N.T.S.

NOTES:

1. CURB AND GUTTER SHALL BE CONSTRUCTED IN 10 FOOT LENGTHS, OR

EXTRUDED AND THEN SAWCUT AT 10 FOOT INTERVALS TO A DEPTH OF 1.75".

2.

1

2

" EXPANSION JOINTS SHALL BE PROVIDED AT INTERVALS NOT TO EXCEED 50

FEET, AT THE ENDS OF RETURNS, AND AT ALL POINTS WHERE THE NEW CURB

AND GUTTER ABUTS OTHER CONCRETE STRUCTURES OR INLET CASTINGS.

3. 10' LONG TRANSITIONS SHALL BE PROVIDED BETWEEN NORMAL GUTTER AND

PITCHED GUTTER, UNLESS OTHERWISE NOTED ON THE PAVING PLANS.

4. ALL CONCRETE SHALL BE 3000 PSI (TYP.)

4000 PSI CONCRETE

TOP OF CURB AND

TOP OF INLET HOOD

1" RADIUS
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