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24" X 24" ELECTRIC DUCT

BANK BY OTHERS

24" X 24" ELECTRIC DUCT

BANK BY OTHERS

CHILLED WATER VAULT

AND PIPING BY OTHERS

EXISTING IRRIGATION

LINE

STORM PIPING,

SEE SHEET C3.0

COMMUNICATION LINE

TO BE BORED UNDER

PAVEMENT, BY OTHERS

CHILLED WATER PIPING

CONNECTION BY OTHERS

0.75" TYPE 9.5-SP

ASPHALTIC CONCRETE

1.25" TYPE 12.5-SP

ASPHALTIC CONCRETE

TACK COAT

(0.05 GAL/SY)

PRIME COAT

(0.15 GAL/SY)

OPTIONAL BASE GROUP 4

PER SECTION 200 OF

FDOT STANDARD SPECIFICATIONS

 12" TYPE B STABILIZED SUBBASE

(MINIMUM LBR 35) PER SECTION 160 OF

FDOT STANDARD SPECIFICATIONS

6" - 4,000 PSI FIBERMESH CONCRETE

(525 PSI MIN. FLEX,. 4" MAX. SLUMP)

W/ 2 LAYERS OF 6X6 - W2.9 X W2.9 WWR

OPTIONAL BASE GROUP 6

PER SECTION 200 OF

FDOT STANDARD SPECIFICATIONS

 12" TYPE B STABILIZED SUBBASE

(MINIMUM LBR 35) PER SECTION 160 OF

FDOT STANDARD SPECIFICATIONS

Architecture
Programming
Planning

1382
Timberlane Road
Suite C
Tallahassee Fl
32312
850.893.1130
License Number
AA C00 1403

John W. Nation
AR 12778

EB-0005637

2541-1 BARRINGTON CIRCLE
TALLAHASSEE, FLORIDA 32308

850-671-7221

PROPOSED BUILDING

PROPOSED ASPHALT

SITE NOTES

1 INSTALL 749 SF ASPHALT PER DETAIL A/C2.0

2 INSTALL 468 SF ASPHALT PER DETAIL A/C2.0

3 INSTALL 324 SF CONCRETE PAVEMENT PER DETAIL B/C2.0

4 INSTALL 5,577 SF ASPHALT PER DETAIL A/C2.0

5 INSTALL 60 SF ASPHALT AT EAST AND WEST ENTRANCES PER DETAIL A/C2.0

6 INSTALL 611 SF CONCRETE PAVEMENT PER DETAIL B/C2.0

7 INSTALL 115 LF 18" TYPE F CURB & GUTTER PER FDOT STD. INDEX NO. 300

8 INSTALL 174 LF 18" TYPE F CURB & GUTTER PER FDOT STD. INDEX NO. 300

9 INSTALL 209 LF 18" TYPE F CURB & GUTTER PER FDOT STD. INDEX NO. 300

10 INSTALL 80 LF 18" TYPE F CURB & GUTTER PER FDOT STD. INDEX NO. 300

11 INSTALL 94 LF 18" TYPE F CURB & GUTTER PER FDOT STD. INDEX NO. 300

12 INSTALL 76 SF CONCRETE TYPE CR-E CURB RAMP PER FDOT STD. INDEX NO. 304

13 INSTALL 1,334 SF CONCRETE SIDEWALK PER DETAIL C/C2.0

14 INSTALL 76 SF CONCRETE TYPE CR-F CURB RAMP PER FDOT STD. INDEX NO. 304

15 INSTALL 1,310 SF CONCRETE SIDEWALK PER DETAIL C/C2.0

16 INSTALL 494 SF CONCRETE LOADING DOCK, SEE STRUCTURAL

17 INSTALL CONCRETE STAIRS, SEE STRUCTURAL

18 INSTALL CONCRETE STAIRS, SEE STRUCTURAL

19 INSTALL 64 SF CONCRETE PAD PER DETAIL C/C2.0

20 INSTALL 74 LF RETAINING WALL, SEE STRUCTURAL

21 INSTALL 72 LF 6' BLACK VINYL CHAIN LINK FENCE

22 INSTALL 58 LF 6' BLACK VINYL CHAIN LINK FENCE

23 INSTALL 4 LF 6' BLACK VINYL CHAIN LINK FENCE

24 INSTALL 5 LF 6' BLACK VINYL CHAIN LINK FENCE

25 INSTALL DOUBLE 6' TALL 6' WIDE BLACK VINYL CHAIN LINK FENCE GATE

26 INSTALL DOUBLE 6' TALL 6' WIDE BLACK VINYL CHAIN LINK FENCE GATE

27 INSTALL 6' TALL 4' WIDE BLACK VINYL CHAIN LINK FENCE GATE

28 INSTALL 6' TALL 3' WIDE BLACK VINYL CHAIN LINK FENCE GATE

29 INSTALL 6' TALL 4' WIDE BLACK VINYL CHAIN LINK FENCE GATE

30 INSTALL 25 SF CONCRETE SIDEWALK PER DETAIL C/C2.0

31 INSTALL 12 LF 18" DOUBLE SIDED TYPE F CURB & GUTTER PER FDOT STD.

INDEX NO. 300 TO CREATE A 12" WIDE FLUME THROUGH THE ISLAND

PROPOSED CONCRETE

4"

4"

6"

4'-0"

8"

T
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K
.

6x6-W1.4/W1.4 WWF

#5 CONT.

LIGHT BROOM FINISH

CONSTRUCT 1 1/2" SAW CUT AT 5'-0" O.C. MAX.

1/4"

1/4"R

T
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.

4"

T
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K
.

4"

1/4"

LOCATE EXPANSION JOINTS AT 120'-0" O.C. MAX.

AND AT ALL SIDEWALK INTERSECTIONS

1/4"R

JT. MATERIAL

1/2" EXPANSION

CONSTRUCT 1 1/2" SAW CUT AT 30'-0" O.C. MAX.

1/4"

1/4"R

T
H

K
.

1.50% SLOPE

1. ENGINEER SHALL PROVIDE CONTRACTOR WITH ELECTRONIC

FILE FOR SITE STAKEOUT. CONTRACTOR SHALL VERIFY ALL

LAYOUT FEATURES PRIOR TO INSTALLATION OF IMPROVEMENTS.

CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY OF

ANY CONFLICTS OR AMBIGUITY. THE CONTRACTOR SHALL

UTILIZE REGISTERED SURVEYOR FOR LAYOUT OF ALL SITE

IMPROVEMENTS.

2.  UNLESS OTHERWISE INDICATED OR MODIFIED ON THE PLANS

OR IN THE SPECIFICATIONS, THE CURRENT FLORIDA DEPARTMENT

OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND

BRIDGE CONSTRUCTION SHALL BE THE GOVERNING

SPECIFICATIONS FOR CONSTRUCTION MATERIAL AND SITE WORK.

3.  WHERE REFERENCE IS MADE TO A STANDARD INDEX OR

DETAIL, THE CURRENT FLORIDA DEPARTMENT OF

TRANSPORTATION ROADWAY AND TRAFFIC DESIGN STANDARDS

SHALL BE USED AS IF A PART OF THIS PLAN.

4.  PRIOR TO COMMENCING CONSTRUCTION IN ANY TOWN,

COUNTY, OR STATE RIGHT-OF-WAY OR EASEMENT, THE

CONTRACTOR SHALL LOCATE AND VERIFY ALL EXISTING

PRIVATE AND PUBLIC UTILITIES.  THE CONTRACTOR SHALL ALSO

COORDINATE WITH THE APPROPRIATE UTILITY PROVIDER FOR

ANY NECESSARY UTILITY RELOCATION'S REQUIRED TO

IMPLEMENT THE PROPOSED PLAN.  ANY REQUIRED UTILITY

RELOCATION WORK SHALL BE INCLUDED IN THE CONSTRUCTION

BID.

5.  THE CONTRACTOR SHALL COMPLY WITH ALL LOCAL, STATE

AND FEDERAL REGULATIONS.

6. ALL SIDEWALKS SHALL BE CONSTRUCTED IN ACCORDANCE

WITH FDOT INDEX NO. 304 INCLUDING DETECTABLE WARNING

PLACEMENT.

7. EXISTING TOPOGRAPHIC INFORMATION WAS OBTAINED FROM

MERIDIAN SURVEYING & MAPPING, INC. IF ANY DISCREPANCIES

ARE FOUND DURING CONSTRUCTION WITH EXISTING

TOPOGRAPHIC INFORMATION AND PROPOSED SPOT ELEVATIONS

OR CONTOURS THE CONTRACTOR SHALL CONTACT THE

ENGINEER FOR CLARIFICATION PRIOR TO ANY FURTHER

CONSTRUCTION OR INSTALLATION OF IMPROVEMENTS.

8. CONTRACTOR TO CONTACT ENGINEER TO VERIFY FINISHED

FLOOR ELEVATION PRIOR TO POURING FOUNDATION.

9. SOD ALL DISTURBED AREAS.

10. REFER TO ARCHITECTURAL ROOF PLAN FOR DOWNSPOUT

LOCATIONS AND SIZES.
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